
Solid laminated wood post with 2 to 5 layers. The number of layers varies depending on the thickness of the post. 
The hardwood laminations are glued face to face under pressure.

DIMENSIONS

PROFILS

OPTIONS

FINISH

TOLERANCE 

USE 
REQUIREMENTS

MINIMUM
QUANTITY

Not sanded  
(sanding available upon request).

Thickness: ±0.015’’
 Width: ±0.015’’ 
Lenght: ±1/32’’

Humidity must be kept between 
30% and 60%.

Per item: 20 
Per order: 20 
*Delivered quantity may differ ±10%.

GRADES

Rounded Corners: 1/16’’ or 1/8’’ radius
Turning: 	 Intended for turning or not, depending 
	 on your needs
Grooves: 	 ¼’’ wide and ¼’’ deep
	 ⅜’’ wide and ¼’’ deep
Chamfered Top
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TECHNICAL SPECIFICATIONS

 Thickness 2 ¾’’ 3’’ 3 ¼’’ 3 ½’’ 4’’ 4 ½’’ 5’’

Length 39’’ 40’’ 42’’ 44’’ 47 ½’’ 48’’ 50’’ 52’’ 54’’ 56’’

AVAILABLE WOOD SPECIES

Maple

Other wood species available upon request.

Yellow BirchRed Oak White Oak
Select: Red Oak / Maple
Natural: White Oak / Yellow Birch 
Sap: Yellow Birch
Sap 1 face: Yellow Birch

Square Newel Post Chamfered TopSquare with Groove

NEWEL POSTS


