
Nosings all made of solid wood. Can be finger-jointed depending on the length and the wood species. 
One (1) finger-joint on red oak and maple 10’ to 13’ and one finger-joint on yellow birch 9’ to 13’.  Can be up to 
two (2) finger-joints on red oak, maple and yellow birch 14’ to 16’. 

DIMENSIONS

PROFILES

OPTIONS

FINISH

TOLERANCE 

USE 
REQUIREMENTS

MINIMUM
QUANTITY

Not sanded  
(sanding available upon request).

Thickness: ± 0.015’’  
 Width: ± 0.015’’

Humidity must be kept between 
30% and 60%.

Per item : 250’
Per order: 250’ 
Minimum quantity for non-standard 
product: 1000’ Cutback: Up to 5% 
cutback of 6’ and over.

GRADES

Select: Red Oak  / Maple

Natural: White Oak / Yellow Birch

Sap: Yellow Birch

Profiles: 	 Round or square (with ⅛’’ or ¼’’ radius).

Grooved: 	 Compatible with various types of flooring 
	 (laminate, vinyl, etc.)
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TECHNICAL SPECIFICATIONS

Figurage ⅜’’ ½’’ ⅝’’ ¾’’

Width 3 ¼’’ 3 ½’’ 4’’ 4 ¼’’ 5’’ 5 ¼’’ 5 ½’’ 6 ¼’’

Length Solid: 6’ to 10’ Jointed: Yellow Birch 9’ to 16’ Solid with finish (CG): 7’ or 8’

AVAILABLE WOOD SPECIES

Maple

Other wood species available upon request.

Yellow BirchRed Oak White Oak

ROUND NOSING SQUARE NOSING NOSING FOR LAMINATE

NOSING


