
Stringer and false stringer all made of solid wood. Four (4) to five (5) hardwood staves edge glued under 
pressure. Number of finger-joints depends on species and lengths. 

DIMENSIONS

CONSTRUCTION TYPES

OPTIONS DISPONIBLES

FINISH

USE 
REQUIREMENTS

MINIMUM
QUANTITY

Good on three faces, sanded 
with #80 and/or #120 grit.

Humidity must be kept between 
30% and 60%.

250’ per order

Cutback: up to 5% cutback of  
6’ and up.

GRADES

Style: Square

Laminated: 	 4 to 5 layers depending on width (<9’ Yellow Birch)

Jointed:	 - Outer layers: < 10’ without joint, > 10’ with 1 to 2 joints
	 - Central layer: < 10’ with 1 joint, > 10’ with 2 to 3 joints 
	    (<9’ Yellow Birch)
	 - Multi-joint option also available for a more 
	    economical product
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TECHNICAL SPECIFICATIONS

 Thickness Stringer: 1 ³⁄₁₆’’ False-Stringer ¾’’

Length 4’ to 20’

Width 9 ½’’ 10 ½’’ 11 ½’’

AVAILABLE WOOD SPECIES

Maple

Other wood species available upon request.

Yellow BirchRed Oak White Oak

Select: Red Oak  / Maple

Natural: White Oak / Yellow Birch

Sap: Yellow Birch

Less than 10’

More than 10’

Multi-joints

STRINGERS AND 
FALSE-STRINGERS

TOLERANCE 

Thickness: ± 0,015’’ 
→  5% of volume might be  
1  1/32’’ thick within the 1 3/16’’.
Width: ± 0,015’’
Length: n/a


